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NOTES (UNLESS OTHERWISE SPECIFIED) :
1) DIMENSTONS IN INCHES.

2.1) DESIRED SEAL LIFE: 10 YEARS

2.2) NO. OF PRESSURE CYCLES: 12/YEAR

3) NO. OF MECHANICAL DEFLECTIONS:
INCIDENTAL PERSONNEL TRAFFIC - MINOR.

4) NO. OF TIMES DISASSEMBLED: 2/YEAR
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RONMENTAL CONDITIONS:

VAPOR TO BE SEALED: LIQUID SCINTILLATOR =

80% N12 + 20% PSEUDOCUMENE + 1.5 g/l PPO.
N12 = DEDECANE - CH3(CHZ)10CH3
PSEUDOCUMENE = 1,2, 4-TRIMETHYLBENZENE
PPO = 2,5-DIPHENYLOXAZOLE

3.2) TEMPERATURE EXTREMES: 15°C TO 25°C

3.3) EXTERNAL ATMOSPHERE: CLEAN, UNDER-

GROUND, CONTROLLED
3.4) PRIMARY GAS TO MINIMIZE DIFFUSION: RADON.
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4) SOURCE SPECIFTCATION:
MATL: DUPONT VITON, 1/8_IN THICK,
70 DUROMETER, VULCANIZED JOINTS.
FROM: AMERICAN PACKING & RUBBER, [NC.
538 STONE ROAD, STE. H
BENICIA, CA 94510
800-499-8367
RICH BENNALLACK
2 WEEKS ARO, APPROX: $513 00
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